E/BARRIER™

A de-energized applied polycarbonate barrier used to prevent inadvertent contact
by animals and birds on distribution and substation equipment.

The E/Barrier is a round disc formed to block climbing animals
from contacting phase-to-ground and phase-to-phase conductors.
Midsun constructs E/Barriers from an engineered polycarbonate
thermoplastic.

E/Barriers are a transparent sheet featuring a proprietary first and
second surface finish for enhanced Ultra Violet resistance, with
the strength unmatched by even the impact modified acrylics.

They offer a high voltage puncture resistance and superior weatherability and strength, which is
suited for applications that are very demanding. Midsun Group can also make modifications to
the design to meet Utility Engineer specific requirements. Contact your Midsun Sales
Representative for more details on designing a barrier to meet your needs.

Midsun Group, Inc. will also warrant the E/Barrier for 5 years on actual weathering results.

Properties
Specific Gravity(ASTM D-792) 1.2 Mechanical
Water Absorption %, 24 hours (ASTM D-570) 0.15
Tensile Strength, psi (ASTM D-638) 9,000
Thermal Tensile Modulus, psi (ASTM D-638) 945x10
Flexural Strength @ 5% Strain, psi (ASTM D-790) 12x10
Deflection Temp, 264 psi (ASTM D-848) 157F Flexural Modulus, 125", psi (ASTM D-790) 345x10
Coefficient Thermal Expansion (ASTM D-648) ~ 3.75x10 |zod Impact Notched, 125 @73 (ASTM D-256) 12.16
Flammability, UL 94 HB Drop Dart Impact, 250 @ 73 (ASTM D-3763) 53
Glass Transition Temp., F 176 Rockwell Hardness, R Scale (ASTM D-785) 118
Forming Temp., F 25-330
Optical
Light Transmission, Clear (ASTM D-1003) 80

Reflective Index (ASTM) 1.57



E/BARRIER

E/BARRIER - comes in two clear pieces. The two pieces are identical, with a circular hole
and an oval slot on each. Overlap the E/Barrier with the one hole and one slot aligned with
each other. Bolt the two halves together using the supplied nut, two washers and a bolt.
Tighten the nut until snug. With one side put together you can easily slip the E/Barrier around
the bushing. Once the E/Barrier is around the bushing. Complete the second side the same
way as the first and snugly tighten nuts. Give nuts an extra 1/4 turn with wrench.

ORDERING INFORMATION

Standard Polycarbonate E-Barriers wo/slots & holes 7”ID
Order# : E/BAR SETS-No Slots

Standard Polycarbonate E-Barriers w/slots & holes 7”ID
Order# : E/BAR SETS-Slotted

LARGE 1.D.- Polycarbonate E-Barriers wo/slots & hole
Order# : E/Bar-Lge ID-9"-No Slots

LARGE 1.D.- Polycarbonate E-Barriers w/slots & hole
Order# : E/Bar-Lge ID-9"-Slotted

22" Polycarbonate E-Barriers wo/slots & holes
Order# : E/Bar-22" G-No Slots

22" Polycarbonate E-Barriers w/slots & holes
Order# : E/Bar-22" G-Slotted



