
1. Cut off the innermost ring(s) and the end tips of the
innermost flexible fingers, as needed, to fit insulators with
larger core diameters.  (Cut the inner end of the tabs so that
they are left attached to the E/Energized Barrier™.  Create
circular center opening in the E/Energized Barrier™, which
has a diameter that is approximately the same as that of the
insulator core diameter.  Standard lineman's pliers can be
used to cut the tabs to remove the rings as needed).

2. To install with a standard shotgun stick, place the shotgun
stick attachment point provided on the E/Energized
Barrier™ into the end of the barrel opening of the shotgun
stick.  Attach the E/Energized Barrier™ securely to the 
barrel with the shotgun stick gripping finger.

3. Install on insulator by pushing the E/Energized Barrier™
onto the insulator by means of the flexible finger entry port
of the E/Energized Barrier™.  Install with a smooth, steady
push.  (On post type insulators, place the E/Energized

Barrier™ midway down from the top or one skirt below midway to achieve a minimum 4" clearance between
adjacent E/Energized Barrier™.  On cap-and-pin insulators, place the E/Energized Barrier™ on the insulator
below the top petticoat).  NOTE:  In order to maintain the proper clearance between adjacent E/Energized
Barrier™ it may be necessary to remove some of the outer rings on one or both of the E/Energized Barrier™.
The clearance is intended to provide potential fault protection.

4. The E/Energized Barrier™ can be easily installed without de-energizing equipment.

5. If removal of the E/Energized Barrier™ is necessary, pull the device off with a slow, steady pull.

E/ENERGIZED BARRIER

ORDERING INFORMATION

Entry Port &
Flexible Fingers

Shotgun Stick
Attachment Point

NOTE:  MAKE SURE TO PROPERLY POSITION ALL E/ENERGIZED BARRIERS™ TO 
PREVENT CONTACT WITH ANY ADJACENT E/ENERGIZED BARRIER™.  IF 

ADJACENT E/ENERGIZED BARRIERS™ COME INTO CONTACT,  A POSSIBLE
PHASE-TO-PHASE SITUATION COULD OCCUR.

THE E/ENERGIZED BARRIER S™ SHOULD BE PERIODICAL LY EXAMINED AND ANY 
ACCUMULATION OF CONTAMINANTS SUCH AS LEAVES SHOULD BE REMOVED.

MAKE SURE TO PROPERLY POSITION ALL E/ENERGIZED BARRIERS™ TO 
PREVENT POTENTIAL CONTACT WITH ANY GROUNDED SOURCE.

E/Barrier - Energized (FR) - 16"  Gray
Order# : E/Bar-En-16"-Gray

E/Barrier - Energized (FR) - 16"   Red
Order# : E/Bar-En-16"-Red

E/Barrier - Energized (FR) - 20"   Gray
Order# : E/Bar-En-20"- Gray

E/Barrier - Energized (FR) - 20"   Red
Order# : E/Bar-En-20"-Red

E/Barrier - Energized (FR) - 24"   Gray
Order# : E/Bar-En-24"- Gray

E/Barrier - Energized (FR) - 24"   Red
Order# : E/Bar-En-24"- Red


